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PREST~CERT BRASS BUSHES 
PUNCHED DIRECTLY INTO SHEET MATERIALS-NO FIXING HOLES REQUIRED 

Suitable for most cold punching laminates (SRBP & SRBF), low shear strength Aluminium & Alumin­
ium Alloys. Metric & Unified Bushes have coding ring on external diameter. 
All components shown on this page can be inserted using tools that fit the L1600 kits or C7308 
adaptor. Material: Brass B.S. 249 Finish : Tin Standard class of Threads where applicable: 2 B 

PART 
Thread Sheet 

Height Diameter 
Kit 

No. 
Size Thickness 

H D 
Insertion 

A B Tool 

L1540 6BA 
Y, ;' 0.062" 0.250" Y11433/ 

(1,59mm) (1 ,59mm) (6,35mm\ Red 
BA 
THREADS 

' L1541 4BA '1, 6" 0.062" 0.312" Y11433/ 

(Joint Service No. 5340-99-110-3789) (1.59mm) (1.59mm) (7,94mm) Green 

L1542 2BA 
'I, 6 .. 0.062" 0.375" Y11433/ 

(1 ,59mm) (1,59mm) (9.53mm) Yellow 

Thread Sheet 
Height Diameter 

Kit 
PART Size Thickness Insertion 

No. H D 
A B Tool 

L1535 6BA '1,2" 0.062'" 0.250" Y11433/ 

BA (2,38mm) (1,59mm) (6.35mm) Red 

THREADS 

Y.3718 4BA ' I,, " 0.062" 0.312" Y11433/ 
(2.38mm) (1,59mm) (7,94mm) Green 

Thread Sheet 
Height Di ameter 

Kit 
PART Size Thickness Insertion 
No. H D 

Tool A B 

y .11435 M2.5 
'I, 6 .. 0.062" 0.236" Y11438 / 

METRIC (1.59mm) (1 .59mm) (6,0mm) Red/ Black 
ISO & DIN 
THREADS Y.12036 M2.6 'I, 6 .. 0 .062" 0.236" Y11438/ 

(1,59mm) (1 ,59mm) (6.0mm) Red Black 

Y.11436 
'I, 6 .. 0.062" 0 .256" Y11438/ 

M3 
(1.59mm) (1 .59mm) (6.5mm) Green/ Bl ack 

y .11437 M4 
v, ;· 0.062'" 0.335" Y11438/ 

(1.59mm) (1.59mm) (8,5mm) Yellow/ Black 

Thread Sheet 
Height Diameter 

Kit 
PART Size Thickness Insertion 
No. H D 

Tool A B 

'< / Y.3514 
4-40 Y, ;· 0 .062" 0 .250" Y11433/ 

UNIFIED '':) UNC (1,59mm) (1,59mm) (6,35mm) Red 

THREADS y . 6-32 'I, 6 .. 0.062" 0.312'" Y11433/ 
Y.20045 

-'.J UNC (1 ,59mm) (1 ,59mm) (7,94mm) Green / Blue 

Y.12446 10-32 'I, 6 .. 0 .062" 0.375" Y11433 / 
UNF (1 ,59mm) (1 ,59mm) (9 ,53mm) Yellow/ Blue 
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