PRESTICERT STANDARD STEEL BUSHES

PUNCHED DIRECTLY INTO SHEET STEEL — NO FIXING HOLES REQUIRED

Six basic Shapes

Suitable for use with steel and aluminium sheet of tensile
strength up to 30 tons per square inch (47 Kp/mm?) 20-14 swg
(1mm-2mm).

* Refer to Prestincert Ltd. for minimum manufacturing quantity.
CP Cadmium & Passivated Finish.
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BA TH READS The first TWO digits of the part number indicate the Bush Shape (See Table above)

Thread
Sheet

Sheet Thickness

Single Point

Finish Part Number Insertion

Thread

Sheet Thickness
Sheet

Finish

Single Point

Part Number Insertion

X SWG Inches  (mm) Tool Number X SWG Inches  {mm) Tool Number
6BAXx 20 0.036” (0,91) CP 01-20-006-31 C7001/01A | 2BAx 20 0.036” (0,91) CP 03-20-002-31 C7003,/03B -
18 0.048" (1,2) CP 01-18-006-31 C7001/01A 18 0.048" (1,2) CP 03-18-002-31 C7003/03B.

16 0.064" (1,6) CP 01-16-006-31 C7001/01A 16 0.064" (1,6) CP 03-16-002-31 C7003/03B

14 0.080" (2,03) Clean 11-14-002-30 C7011/11B

4BAx 20 0.036” (0,91) CP 02-20-004-31 C7002/02B | 0BAx 20 0.036" (0,91) Clean 11-20-000-30* C7011/11C
18 0.048" (1,2) CP 02-18-004-31 C7002/02B 18 0.048" (1,2) Clean 11-18-000-30* C7011/11C:

16 0.064" (1,6) CP 02-16-004-31 C7002/02B 16 0.064” (1,6) Clean 11-16-000-30* C7011/11C

14 0.080” (2,03) CP 03-14-004-31 C7003/03E 14 0.080" (2,03) Clean 12-14-000-30* C7012/12C

BSW THREADS

The first TWO digits of th

e part number indicate the Bush Shape (See Table above)

%s” x20 0.036” (0,91) CP 03-20-188-11 C7003/03B | %,” x 20 0.036” (0,91) Clean 12-20-313-10 C7014/12D"
BSW 18 0.048" (1,2) CP 03-18-188-11 C7003/03B | BSW 18 0.048” (1,2) Clean 12-18-313-10 C7012/12D
16 0.064" (1,6) CP 03-16-188-11 C7003/03B 16 0.064” (1,6) Clean 12-16-313-10 C7012/12D .
14 0.080” (2,03) Clean 11-14-188-10* C7011/11B 14 0.080” (2,03) Clean 13-14-313-10 C7013/13C.
%" x20 0.036” (0,91) Clean 11-20-250-10 C7011/11C | %” x 20 0.036” (0.91) Clean 13-20-375-10*C7015/13D,
BSW 18 0.048” (1,2) Clean 11-18-250-10 C7011/11C | BSW 18 0.048” (1,2) Clean 13-18-375-10 C7013/13D:
16 0.064" (1,6) Clean 11-16-250-10 C7011/11C 16 0.064” (1,6) Clean 13-16-375-10 C7013/13D.
14 0.080” (2,03) Clean 12-14-250-10 C7012/12C 14 0.080" (2,03) Clean 13-14-375-10 C7013/13D .

BSF TH READS The first TWO digits of the part number indicate the Bush Shape (See Table above)

%" x20 0.036” (0,91) CP 03-20-188-21* C7003/03B | %," x20 0.036” (0,91) Clean 12-20-313-20 C7014/12D.
BSF 18 0.048" (1,2) CP 03-18-188-21* C7003/03B | BSF 18 0.048” (1,2) Clean 12-18-313-20 C7012/12D"
16 0.064" (1,6) CP 03-16-188-21* C7003/03B 16 0.064” (1,6) Clean 12-16-313-20 C7012/12D
14 0.080" (2,03) Clean 11-14-188-20* C7011/11B 14 0.080” (2,03) Clean 13-14-313-20 C7013/13C
%" x20 0.036” (0,91) Clean 11-20-250-20 C7011/11C | %" x20 0.036” (0,91) Clean 13-20-375-20*C7015/13D
BSF 18 0.048” (1,2) Clean 11-18-250-20 C7011/11C | BSF 18 0.048” (1,2) Clean 13-18-375-20 C7013/13D
16 0.064" (1,6) Clean 11-16-250-20 C7011/11C 16 0.064” (1,6) Clean 13-16-375-20 C7013/13D
14 0.080" (2,03) Clean 12-14-250-20 C7012/12C 14 0.080" (2,03) Clean 13-14-375-20 C7013/13D
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